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‘Large Funnels
Efficient Design
Fills Faster and
More Precisely
No more slow flows
or “gurgling.”
Large. high-density
polyethylene  fun-
neJs have internal
and external ribs
that let entrapped
air escape.
Specifications:  No.
77250 has a funnel
top 1.D. of 201mm;
stem top O.D. of 23mm and an nverall helght of "45mm No.
772571 has a funnel top L.D. of 258mm; stem top O.D. of 21mm;
and an om_rall hught of 3[)()mm

ié;ﬁaéit77 Each
No. _Description B G S S
4BC-77250  Large Funnel 2906 1530 14.60
4BC-77251 Large Funnel 4064 34.50 32.80

KIMAX®
Glass
Funnels

Funnels’ Angle
Encourages
Faster Fiftration
Exclusive 58° angle
on liquid funnels
promotes more
rapid filtration by
suspending  the
standard ol°
paper filter cone by
its uppermost edges; uses

more of the conical area for filtration.

Specifications: Liguid funnels have heavy, uniformly thick walls
with molded rims, and short fire-polished stems for long service
life High resistance to chemical attack and mechanical and
thermal shock. Powder funnels have a fire-polished rim with a
shorter and wider 1%2"L stem.

Tnp 1.D. Stem Lengih Fits Pape Paper th./ Each Pkg.
No. Type (mm) O.D.(mm) Size (mm) Pkg. 1 4
4BC-31844 Liquid 25 4[)/6 425 6 2570 25.50
4BC 31845 Liquid 35 50/6.5 55 6 3380 33.40
4BC-31846 Liquid 45 50/6.5 70 6 3200 31.70
4BC-31847 Liquid 55 63/8 90 12 89.00 88.00
4BC-31848 tLiquid 65 63/8 110 12 98.50 97.70
4BC-31849 Lliquid 75 75/8 125 12 107.00 -
4BC-31850 Liquid 90 97/9 150 6 5450 54.10
4BC-31851 Liquid 100 97/9 185 6 68.40 68.80
4BC-31852 Powder 60 35/13 - 6 3850 38.10
4BC-31853 Powder 80 35/15 - 6 43.30 42.90
4BC-31854 Powder 100 35/18 - 6 6260 62.10
4BC-31855 Powder 125 35/19 - 2 40.00 39.70
4BC 31856 Powder 150 35/19 2 82650 81.80
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FUNNELS

Polypropylene Funnels

Transfer liquids and powders easily without spills.

Specifications: Unbreakable, chemical-resistant polypropylene.
Liquid Funnels hold filters securely. Parallel stem on Powder
Funnels minimizes “bridging” of powder. Funnel Sets include
two funnels of each size. Liquid and Powder Funnels are both
autoclavable and heat resistant to 275°F/135°C. Carboy/Drum
Funnels are ideal paired with large containers such as drums or
when you want to reduce spillage or pour faster. Autoclavable
and heat resistant to 250°F/121°C. Nos. 27890 and 27891 have a
handle at the rim.

Top 1.D. Qty./ Each
No. Description (mm} Case Case
4BC-11924  Liquid Funnel 65 10 16.80
48C-11601 Liquid Funnel 90 10 21.20
4BC-11925  Liquid Funnel 115 10 52.40
4BC-13027  Liquid Funnel Set - 6/Set 21.30
4BC-11926  Powder Funnel 65 10 2330
4BC-11602  Powder Funnel 100 10 29.90
4BC-11927  Powder Funnel 150 5 31.60
4BC-13026  Powder Funnel Set - 6/Set 28.10
4BC-27890  Carboy/Drum Funnel 200 1 14.90
4BC-27831  Carboy/Drum Funnel 250 1 24.60
4BC-27892  Carboy/Drum Funnel 350 1 43.00
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